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GENERAL NOTES: ROOM FINISHES: ® KEYNOTES: = @
EID DOOR TYPE, SEE SHEET A5
1. WALS  PANTED PLASTER, 1 IMoA TOLET LvouT - RE: 3/
A INTERIOR PARTITIONS ARE 3000 NM HCH, UNLESS OTHERWISE NOTED. INTERIOR PARTITIONS SHALL BE 200 NM CMU FLOOR:  SEALED CONGRETE 2. 7RG DEL to/ks WNDOW TYPE. SEE SHEET A5
UNLBS OTHERWISE  NOTED. CELING:  PAINTED PLASTER APPLED TO STRUCTURE 3 'IVIO-PIECE VIALL THINBLE AND TRM E =
B. INGS FOR DOORS SHAL 6 LOGATED A MNWM OF 200 M FROU THE ADIACENT MALL " wo%ms&mwmmmwa 2
& SORPACES 0.6k PANTED SFALL Be_CLEAN AMD FHEE OF rOR WATTER BEFORE APPLCATON OF PANT. LENUNG 2. WALS: 2400 NM HIGH CERAMIC TILE WANSCOT, STOVE QTHERS.,
SHALL BE SCHEDULED SO THAT DUST AND OTHER CONTAMINANTS WILL NOT FALL ON WET, NEWLY PANTED SU PAINTED PLASTER ABOVE WANSCOT 4. TRENCH DRAN - RE: STRUCTURAL & ® ke vore é§
D. CONGRETE AND INTEROR WASONRY SURFACES GROUTED SOLD SHAL BE ALLOWED TO DRY AT LEAST 30 DA'S roRt ALOR  CERANIC TILE PLUNBING %
CEPT CONCRETE SLAB BE ALLOWED TO CURE 90 DAYS BEFORE PANTING. CELNG:  PANTED PLASTER 5. KITCHEN WORKTABLE B ARE EXTINGUISHER CABINET mgs z
E Pumsoomuncl.wmmwoosm«wwacmorn:muwwmwmmwra: & PROPAYE STOVE WTH H00D RE: SHEET A9 25 =
3. WALS:  METAL LINER PANEL . - ARTITION 5 z
. NEROURAL FUNGIODES SHALL NOT BE USED IN OL-BISE PANT. ABOVE PANTED PLASTER 8 1-HOUR FATED P gas =
G REMOVE LOOSE DIRT AD CLEAN SURFACES BEFORE PANTRG. APPLY PANT TO MTERIR STRUCTURAL RIGID [AUNGS FLOOR.  SEALED CONCRETE 9. POT WASH STATION - RE: PLWBING 2-HOUR RATED PARTITION ogg S|
A CEUNCS MO TEST FOR AD FOR MISONRY, NTIL FRST COMT WIH AN AGRILC LATEX PANT CELNG:  METAL LINER PANEL 10. 1000 X 2200 MASONRY OPENING 25 z
FOR EXTEROR. SURFACES AUD. SECOND. COMT W A WATER REPELIENT ACRYLE LATEX PANT 11, FULL HEIGHT 300 NN CMU WALL (EXTEND TO 4-HOUR RATED PARTITION ag
H. METAL DOORS AND FRANES SHALL RECENE A PRIMER COAT PLUS TWO COATS OF 4oMus PN pUSTR UNDERSIDE OF PURLINS) L
L DIMENSI TO STRUCTURAL COLUNN GRID, m,momnus:sn:ormopmm. FLOOR: 12 FULL HEIGHT, 300 MM CMU WALL EXTEND TO @  Roow ANSH g
J. FILL ANULAR SPACE AT ANY AND ALL PENETRATIONS IN FIRE RATED PARTITIONS AND CELINGS WITH APPROPRATE FIRE oG DPoaED MV bECK UNDERSIDE OF METAL BUILDING RIGID FRAME. H
STOPPING MATERILS. APPLY FIREPROOFING TO RIGID FRANE ABOVE DS METAL DOWNSPOUT e
K. PROVDE 1 HOUR SEPARATION AT STORAGE ROOM 108 AND 109 IN ACCORDANCE WITH IEC TBALE 508.2. RATED WALL.
L PROVDE 2 HOUR SEPARATION BETWEEN KITCHEN AND SERVING IN ACCORDANCE WITH SCOPE OF WORK. 13. 90 NINUTES COUNTER DOOR.
M. PROPANE TANKS CONNECTED FOR USE SHALL BE LOCATED OUTSIDE OF BULDINGS IN ACCORDANCE WITH NFPA 58, 6.2.1. 14, POSTS: 50 MM DIANETER GALVANIZED PPE, RE:
PROPANE TANKS CONNECTED FOR USE ARE PERMITTED TO BE INSTALLED ZERO FEET FROM BUILDINGS IN ACCORDANCE SHEET A9
WITH NFPA 58, 6.3.1 AND TABLE 6.3.1, PROVIDED EACH CONTANER IS LESS THAN 125 WATER GALLONS IN CAPACTY. 15, GHTES, GAVANZED GIANLNK FENCE ATIACHED SHEET
PROPANE TN DESON FOR THS PROLECT REQURES (3) TANKS OF 22.5 WATER GALLONS (100 POUNDS) CAPACITY T0 50 NM DIANETER GALVANIZED UNLESS OTHERWISE NOTED, LINEAR DIMENSIONS REFERENCE
THEREFORE, TANKS ARE PERMITTED TO BE INSTALLED ADACENT TO THE EXISTNG BUILDING. IN ACCORDNACE FINISHED HEIGHT SHALL BE 1800 uu NMINIMUM, SHOWN ARE IN MILLNETERS (MM) NUMBER:
WNWA5&6J7(1),D(WOFDGNGSESMN1 VETER HORIZONTAL DISTANCE FROM CYLINDERS ARE ABOVE
LEVEL OF DISCHARGE OF THE CYLINDER PRESSURE RELIEF DEVICE. 0 200 000 &0 A1l
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